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24 GA. KYNAR 500 METAL
COLOR BY SNL ARCHITECT
FASTENER @ 8" 0.C.
TAPERED BLOCK ING
FASTENER e 24°0.C.
CONTINOUS CLEAT 6" X 16GA. METAL STUD WITH
g(L)E‘IIT'NOUS / 24 GA. TOP AND BOTTOM TRACK
24 GA. S ROOF FLASHING FULLY ADHERE
: TO PARAPET WALL, HOT-AIR
é : ~ WELDED TO ROOF MEMBRANE
o L) MEMBRANE FLASHING
. : TERMINATION BAR
W/FASTENERS @ 12" 0.C.
D HOT-AIR WELD
PLYWOOD —— ROOF MEMBRANE
ROOF INSULAT ION
EXTERIOR
FINISH
SYSTEM ———=
\ MECH. FASTENERS (o] 2"0. O.C.
EXIST. ROOF SUBSTRATE

NOTE: SNL RECOMMENDED ROOF DETAIL,
HOWEVER UTILIZE ROOF ING MANUFACTURERS
RECOMMENDED DETAILS WHEN POSSIBLE.

1. REVIEW PARAPET HEIGHT TO PROVIDE FALL PROTECTION AS REQUIRED. SEE SNL DESIGN MANUAL.
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